
REV 01.2025 Planning, Design & Construction 1 

Louisiana State University Design Standards 
DIVISION 09 – FINISHES 
1 PORTLAND CEMENT PLASTERING (STUCCO) 

1.1 Stucco is a generic term used to describe Portland cement plaster applied to exterior surfaces. It is often used 
interchangeably with the term Portland cement plaster. 
1.1.1 ACI 524R, “Guide to Portland Cement Plastering,” contains useful guidelines to be used for preparing 

project specifications. 
1.1.2 ASTM C926 and ASTM C1063, “Specification for Application of Portland Cement-Based Plaster and 

Specification for Installation of Lathing and Furring to Receive Interior and Exterior Portland Cement-
Based Plaster, respectively, are standards that are to be used in preparing specifications. 

1.2 Stucco exterior wall finishes are used on many existing buildings at LSU. New stucco finishes should match or 
be compatible with existing wall finishes. The most predominate stucco finish on campus is STO Sea Shell, 
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4.1.1.6.4 New tile and terrazzo floors are to be stripped to remove dirt, marks and 
manufacturer’s mill finish 

4.1.1.7 Floor Finish 
4.1.1.7.1 Floors that require a wax finish shall use an ultra-high solids pure acrylic 

polymer type product; NCL 24/7 Extended Performance Floor Finish as 
approved by Facility Services-Building Services Department. This product will be 
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6.1.6 When applicable, industrial coatings are to be used in corrosive environments. 
6.1.7 Conventional spray painting is not allowed, although airless spray painting may be considered by 

special approval of Planning, Design & Construction. 
6.1.8 


